Amendments to the specification: 

On page 1, line 2, please amend the heading as follows: 
Background of the Invention R el at e d A rt 



On page 1, please amend the first paragraph as follows: 

The present invention relates to a gearbox drive unit with an adjusting element, 
and a method for manufacturing a gearbox drive unit of this type , accord i ng to 
t h e pr e ambl e of th e i ndep e ndent c l aims . 

On page 1, line 18, please amend the heading as follows: 
Advantag e s Summary of the Invention 

On page 2, please amend the first paragraph as follows: 

Advantageous r e finem e nts of th e d e v i c e and the manufacturing m e thod 
descr i b e d i n th e indep e nd e nt c l a i ms ar e mad e poss i b le by th e m e asur e s list e d in 
th e subc l a i ms. When the radial bearing surface of the adjusting element is 
designed as a circumferential outer cylinder surface of a cylindrical recess, the 
rotary body is supported radially and evenly around its entire circumference. The 
fact that the adjusting element is centered in the housing ensures a very even 
concentricity of the rotary body. The cylindrical recess of the adjusting element 
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can be designed as a blind hole or a through-opening, depending on the design 
of the rotary body. 

On page 3, line 24, please amend the heading as follows: 
Brief Description of the Drawings Or awing 
On page 4, line 4, please amend the heading as follows: 
Detailed Description of the Preferred Embodiments 
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